202K1 1 1 -25-01 / 225-0 v/ ACTIVE

RAYCHEM

TE Internal #: E61009-000

Heat Shrink Boots, Straight, Size 202, Lipped, 25, 25, Adhesive
Precoat Adhesive Requirement, -75 — 150 °C [-103 — 302 °F]

View on TE.com >

= ITE

connectivity

Wire Protection & Management > Heat Shrink Shapes > Heat Shrink Boots > Bulbous Heat Shrink Boots: Lipped, Straight
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Body Orientation: Straight
Molded Part Shape Code: 202
Lipped: Yes

Material Code: 25

Material Systems Code: 25

All Bulbous Heat Shrink Boots: Lipped, Straight (411)

Features

Configuration Features
Lipped
Adhesive Requirement
Body Features

Primary Product Material
Material Code

Material Systems Code
Housing Features

Body Orientation
Dimensions

Expanded Inside Diameter (Min)
Usage Conditions

Operating Temperature Range

Resistance Protection

Industry Standards

Approved Standards

Other

. For support call+1 800 522 6752

Yes

Adhesive Precoat

Fluid Resistant Modified Elastomer
25

25

Straight

17 mml[.67 in]

-75—=150 °C[-103 - 302 °F]

Long-Term Fluid Exposure at High

Temperatures

VG95343 Parts 6,7,8 and 9

08/23/2023 06:45AM | Page 1


https://www.te.com/usa-en/product-E61009-000.html
https://www.te.com/usa-en/plp/ZnE3.html
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202K111-25-01/225-0

Heat Shrink Boots, Straight, Size 202, Lipped, 25, 25, Adhesive Precoat Adhesive
Requirement, -75 - 150 °C [-103 - 302 °F]

Molded Part Shape Code 202

Adhesive Code 225

Product Compliance

For compliance documentation, visit the product page on TE.com>

EU RoHS Directive 2011/65/EU Compliant

EU ELV Directive 2000/53/EC Compliant

China RoHS 2 Directive MIIT Order No 32, 2016 No Restricted Materials Above Threshold

EU REACH Regulation (EC) No. 1907/2006 Current ECHA Candidate List: JUNE 2023
(235)
Candidate List Declared Against: JUNE
2023 (235)

Does not contain REACH SVHC

Halogen Content Not Low Halogen - contains Br or Cl > 900
ppm.
Solder Process Capability Not applicable for solder process capability

Product Compliance Disclaimer

This information is provided based on reasonable inquiry of our suppliers and represents our current actual knowledge
based on the information they provided. This information is subject to change. The part numbers that TE has identified as
EU RoHS compliant have a maximum concentration of 0.1% by weight in homogenous materials for lead, hexavalent
chromium, mercury, PBB, PBDE, DBP, BBP, DEHP, DIBP, and 0.01% for cadmium, or qualify for an exemption to these
limits as defined in the Annexes of Directive 2011/65/EU (RoHS?2). Finished electrical and electronic equipment products
will be CE marked as required by Directive 2011/65/EU. Components may not be CE marked. Additionally, the part
numbers that TE has identified as EU ELV compliant have a maximum concentration of 0.1% by weight in homogenous
materials for lead, hexavalent chromium, and mercury, and 0.01% for cadmium, or qualify for an exemption to these limits
as defined in the Annexes of Directive 2000/53/EC (ELV). Regarding the REACH Regulation, the information TE provides
on SVHC in articles for this part number is based on the latest European Chemicals Agency (ECHA) ‘Guidance on
requirements for substances in articles’ posted at this URL: https://echa.europa.eu/guidance-documents/guidance-on-
reach

Customers Also Bought
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TE Part #1-1734595-0 TE Part #5-146257-7 TE Part #2337992-3 TE Part #2842162-4
AMP HPI 1.0 mm Headers 14 MODII HDR DRST B/A .100CL L RJ45 JACK MAG. POE 10/100 LED 8P,2MM,BRK HDR,DRRT,2.8,0.1AU,
1XT INV. BOX

. For support call+1 800 522 6752 08/23/2023 06:45AM | Page 2


https://www.te.com/usa-en/product-E61009-000.html
https://www.te.com/usa-en/product-2842162-4.html
https://www.te.com/usa-en/product-2337992-3.html
https://www.te.com/usa-en/product-5-146257-7.html
https://www.te.com/usa-en/product-1-1734595-0.html

202K111-25-01/225-0

Heat Shrink Boots, Straight, Size 202, Lipped, 25, 25, Adhesive Precoat Adhesive
Requirement, -75 - 150 °C [-103 - 302 °F]

-

TE Part #2314812-8 TE Part #YDTS20W15-35PNV001 TE Part #2345986-1 TE Part #284121-E
8P,2MM,B-B,REC,DRVT,2.0,0.1AU, TB, RECP ASSY USB TYPE C 3.1 TOP MOUNT DUAL SRCA 2,548 M 1SMD 137 E1 094 *
W/CAP SMT 1.63CH GURT *

TE Part #464686-E

DRCQ 2,54 20 M * SMD * 137 EO12
094 GU-H

Documents

Product Drawings
202K111-25-01/225-0

English

Datasheets & Catalog Pages
1654025_Sec4_-25

English
Raychem Molded Parts Visual Guide

English

Product Environmental Compliance
Safety Datasheet

English
Safety Datasheet
English
Safety Datasheet

Safety Datasheet
Safety Datasheet

Safety Datasheet
German

Safety Datasheet

Safety Datasheet
French

Safety Datasheet

Safety Datasheet
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https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Data+Sheet%7F1-1773853-4_moldedparts%7F0117%7Fpdf%7FEnglish%7FENG_DS_1-1773853-4_moldedparts_0117.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-ENG%7F2022-02-01%7Fpdf%7FEnglish%7FENG_MSDS_SDS0313-EC-ENG_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-GB-ENG%7F2022-02-01%7Fpdf%7FEnglish%7FENG_MSDS_SDS0313-GB-ENG_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-SWE%7F2022-02-01%7Fpdf%7FSwedish%7FSWE_MSDS_SDS0313-EC-SWE_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-DAN%7F2022-02-01%7Fpdf%7FDanish%7FDAN_MSDS_SDS0313-EC-DAN_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-DUT%7F2022-02-01%7Fpdf%7FDutch%7FDUT_MSDS_SDS0313-EC-DUT_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-GER%7F2022-02-01%7Fpdf%7FGerman%7FGER_MSDS_SDS0313-EC-GER_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-SPA%7F2022-02-01%7Fpdf%7FSpanish%7FSPA_MSDS_SDS0313-EC-SPA_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-FRE%7F2022-02-01%7Fpdf%7FFrench%7FFRE_MSDS_SDS0313-EC-FRE_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-ITA%7F2022-02-01%7Fpdf%7FItalian%7FITA_MSDS_SDS0313-EC-ITA_2022-02-01.pdf%7FE61009-000
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Material+Safety+Data+Sheet%7FSDS0313-EC-NOR%7F2022-02-01%7Fpdf%7FNorwegian%7FNOR_MSDS_SDS0313-EC-NOR_2022-02-01.pdf%7FE61009-000
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